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Bids and Awards Committee
BID BULLETIN NO. 15-A
Series of 2025

Re: Procurement of One Lot Line 2 Revenue Line Network Facilities Upgrade and Replacement
under P.R. No. KMT-2502-006 and ITB No. 2503-084-11with an ABC of 9,997,500.00

TO ALL INTERESTED BIDDERS:

The following amendments/clarifications to the pertinent Bidding Documents are hereby made as follows:

REFERENCE

AMENDMENTS/CLARIFICATIONS

lll. Technical Specifications

Shall now be read as:
1. Technical Specifications

By

F. Network Cables and Accessories

+ Optical Fiber Cable:

0 8-Core, Single-Mode Fiber, LC/PC - FC/PC connectors

Length: 3,000 meters

Fiber Patch Cords:
LC-LC connectors, Single-Mode Fiber
Length: 3 meters each
Quantity: 40 pieces

CATB6 Indoor STP Cable:
Shielded Twisted Pair (STP), Category 6
Length: 305 meters per box
Quantity: 20 boxes
CAT6 STP Connectors:
Compatible with offered CAT6 cables
Quantity: 1,000 pieces
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G. Additional Infrastructure
Optical Distribution Frame (ODF):
19-inch rack-mounted with a 24-core splice tray
Quantity: 15 units

. Patch Panel:

0 24-port, CATS, rack-mounted with RJ-45
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connectors

0 Quantity: 15 units

’ Data Cabinet:

0 6l size, rack-mounted with built-in fan and power
ouflets

0 Quantity: 15 units

H. Installation and Configuration Services

. Instaliation and Configuration:

0 Full setup of network equipment and cabling

0 Network configuration, testing, and commissioning

0 As-built documentation, including schematics and
configuration details

) Use of galvanized iron tubing/conduit for added

cable protection
. Quantity: 1 lot

Queries during Pre bid Conference

Requirement on Network Management
System:
- Is it ok to offer different brand of
processor with equivalent or higher
specifications? -

Yes. Specifications in the TOR are the minimum requirements.

What are the connections required in the
optical distribution frame?

Connection type required for the optical distribution frame would
depend on the SFP type the vendor would be using but the Source
connection coming from the telecom room would be FC type

24 Port GB Switch Layer 3
- Isit ok if the same functionality but
different terms for the RIP?

Yes. If the terminology for the brand would be different from the
TOR but the function and feature would be the same it should be
referenced and described in the manuals/documentation/brochure.

Network Management System:
Where wili it be installed?

The NMS would be installed at the Data Center located at the Line 2
Depot.

Optical Fiber 8-core 3,000M
Armored or Cutdoor?

Multimode?

Cable would be armored.

Cable would be Multimode

Clarifications during 2nd site Inspection on April 29, 2025
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ITEM CLARIFICATION RESPONSE
Fiber Optic Backbone from Station to Station Station to Station FOC Backbone would not
Backbone be replaced and will remain as is

WiFi Access Points

Where is this Located

Access Points would be installed between the
Offices and PAO for every Station

Cable Layout and Where would the switches and AP's be
Port Distribution installed.
Station Location Ports AP
Marikina | Cash Room 3
Managers 4
Office ) )
{including
Biometrics
Unit)
Paid Area 1
(Between PAO
and Offices)
Antipolo | Cash Room 3
Managers 4
Office ) '
(including
Biometrics
Unit)
Paid Area 1
(Between PAO
and Offices)
Katipunan | Cash Room 2
Managers 1
Office
Paid Area 1
(Between PAO
and Offices)
Anonas Cash Room 3
Managers 4
Office
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Paid Area
(Between PAO
and Offices)

Cubao

Cash Room

Managers
Office

Paid Area
(Between PAC
and Offices)

Recto

Cash Room

Managers
Office

Storage/CAMT
3 office

CAMT 1

CAMT 2

Clinic

Paid Area
(Between PAO
and Offices)

Simulation
Office

Other
Stations

Cash Room

Managers
Office

Paid Area
{Between PAC
and Offices}
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Recto Station

Additional Office Location at Recto
station requiring Fiber optic laying and
switch installation

Additional Switch installation will be done on
the Storage room/CAMT 3 room at the Isetann
Side of the Recto Station

Biometrics Grooming

Grooming of Biometrics LAN Cabling

Grooming of the Biomterics Lan Cabling shall
be done on all stations using Plastic
Mouldings.  Biometrics  without  LAN
connection/Cables shall be Layed out with
new cables.

This serves an amendment to the Bidding Documenls of the above stated procurement and accordingly
modifiesfclarifies andfor supersedes any and all provisions which are inconsistent herewith.

For further inquiries, please contact the BAC-Secrelariat through Tel. No. 647-3484 to 86 loc. 29872; Email
Address bacsec@Irta.gov.ph and/or Mobile No. 09566578381.

For guidance, reference and proper compliance,

Issued this 2 day of May 2025 at Pasig City, Philippines

hairperson, Bids and Awards Committee (BAC)
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