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BAGONG PILIPINAS

Bids and Awards Committee
BID BULLETIN NO. 16
Series of 2025

Re: Contract for the Supply of One (1} Lot Various Telecom Equipment: Tetra Radio
(Tetranode Fallback Site Controller or its equivalent, etc.) Under PR No. RS2-2502- 065
and ITB No. 2502-43-01 with an ABC of P19,163,202.00.

TO ALL INTERESTED BIDDERS:

Please be informed that the technical specifications of the item no. 2 and 3 of the above-mentioned subject were
inadvertently interchanged. Thus, the following amendments/clarifications on the pertinent Bidding Documents
are hereby made: ‘

Section VII
(Technical DIPOLE ANTENNA or its equivalent
Specifications) :
ltem No. 2 Technical specification:
ELEGTRICAL:
Normitil Gain dBd (dBi): 8(6)
Frequency (Mhe): 300 - 420
Nominal impedance {Ohms): 50
Verical Beamwidty, 30
Horizonla! Beamwidth: Qmni +/- 0,548
Power (W) 500
MECHNICAL:
Length (mmyin); ' {3000 / 118.1)
Weight fkg/ib): (8117.6)
Temination: 4.310 female with 0.5m RG142 cable tail
Mounling Area mm (In); 500 x 948 (20 x ©1.9)
Wind Gust Rating keh {mph): 235 (146)
Torque @ 160knih Nm (100mph fb; 382 (282)
{Please refer to attached TEMPLATE / DRAWING}




Dipole Antenna

TECHINICAL SPECIFICATION; -

Technical specification:
ELECTRICAL:

- ELECTRICAL
aig Nominal Gain dBi (dBd) 86)
Ut Frequency {Mhz) 300-420
Nominal impedance {Ohms) 50
N Vertical Beamwlidth 30
H-q-ga Horizontal Beamwidih Cmni +- 0.5d8
| U Input Power (W) 500
MECHANICAL
Length {mm{in) {3000/ 118.1)
Weight {kg/lb) {8/17.6)
Termination 4.3.10 female with 0.5m RG142 cable {ail
Mounting Area mm (in) 500 x @48 (20 x @1.9)
Wind Gust Rating km/h (mph) 235 [146)
Torque @ 160km/h Nm {(100mph ft-1b) 382 (282)
2 | Section VII
(Technical . .
Specifications) OMNI ANTENNA or its equivalent
ltem No. 3 '

Nominal Gain dBd (dBi): 2.1 {0}
Frequency (Mhz): 380 - 400
Nominal Impedance {Ohms): 50

Veriical Beamwidth: 109

Horizonlal Beamwidth: Omni +/- 0.5d8
Power (W): 250

Peak Instantanecus Power KW, 25
MECHNICAL:

Length (mmfin): {1100 1 43.3}
Radome Diameler (mm / in); {39/1.5)
Welght (ke/ib): {22149
Terminalion: 4.3 -10 Female
Mouniing Area mm (In): 500 x 48.5¢) (19,7 x 1.9}
Laeral Thrust @ 160knvh N {100mph ). 80 {18.0)

Wind Gust Rating knwvh {mph): 240 {150)
Torque @ 160km/h Nm {100mph fb): 26 {19}

(Please refer to attached TEMPLATE / DRAWING)
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Omni {Colinear) Antenna

Mounting Area mm {in}

TECHINICAL SPECIFICATION: -

_ ELECTRICAL

3 Nominal Gain dBd (dBi) 2.1(0)

; Frequency (Mhz) 330 - 400
Nominal Impedance {Ohms) 50

Vertical Beamwidth 109

3 Horizontal Beamwidth Omni - 0.5dB
: Power {W) 250

; Peak Instantaneous Power kW 25
MECHANICAL

Length {mmiin) (1100/43.3)
Radome Diameter {(mm/ in) (39/1.5)
Weight (kg/lb) (2.214.9)
T Termination 4.3 - 10 Female

500 % 48,50 (19.7 x 1.99)

Workstation {Client PC)

Lateral Thrust @ 160km/h N (100mph 1b) 80 (18.0}
o Wind Gust Rating km/h (mph) 240 (350}
Torque @ 160km/h Nm {100mph ft-ib) 26 {19)
3 | Section VI The requirement shall now read as:
(Technical Specifications)
ltem No. 4

Workstation {Client PC)
Minimum System Requirement:
Monitor with 1920 x 1680 pixels resolutions

Minimum System Requirement;
Monitar with 1920 x 1800 pixels resolufions

This serves an amendment to the Bidding Documents of the above stated procurement and accordingly
modifies/clarifies and/or supersedes any and all provisions which are inconsistent herewith.

For further inquiries, please contact the BAC-Secretariat through Tel. No. 647-3484 to 86 loc. 29872;
Mobile/Cellphone No. 09556578381 Email Address bacsec@lrta.gov.ph and/or Facsimile No. 647-3479 [oc. 29908,

For guidance, reference and proper compliance.

Issued this 6" day of May 2025 atPasig City, Philippines.

Chairperson, Bids and Awards Committee (BAC)
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