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Bids and Awards Committee
BID BULLETIN NO. 47-A
Series of 2025

Re: LRT LINE 1 STRUCTURAL REHABILITATION STRUCTURAL RETROFITTING OF EDSA
AND MONUMENTO STATIONS UNDER PR NO. SRP-2508-004 AND [TB NO. 2509-193-11
with an ABC of £735,000,000.00. '

TO ALL INTERESTED BIDDERS:

As inquired by prospective bidder, the following amendments/clarifications on the pertinent Bidding Documents are

hereby made: -

1| Section 1. Invitation to Bid

A one {1} time Site Inspection will be held on the
following dates: September 30, 2025 {Tuesday) - for
Edsa and Monumento Stafions; Assembly Time;
8:30am @ Administration Bldg. LRT 1 Depot, Aurora
Blvd. Pasay City. Contact Person : Engr. Michael
Vincent B. Pertierra / 0923-089-0819 (See Site
Inspection Guidelines marked as Annex "A")

We would like to respectiully request the possibility
of conducting an additional site inspection fo ensure
a thorough understanding of the project site
conditions and allow for proper technical evaiuation,
Considering the complexity and scope of the
structural retrofitting works, this additional inspection
would help bidders accurately assess the site and
submit a more comprehensive and responsive bid.

[ The LISR PMO had already finished the one-fme site

inspection for the interested bidders last 30 September
2025.

However, in the interest of public, our office is amenable to
conduct an additional site inspection on 07 November 2025
for all interested bidders,

November 07, 2025 (Friday) - for Edsa and Monumento
Stations;

Assembly Time: 8:30am @ Administration Bldg. LRT 1
Depot, Aurora Blvd. Pasay City.

Contact Person ; Engr. Michael Vincent B. Pertierra / 0923-
089-0819

(See Site Inspection Guidelines marked as Annex "A")

2 | Section Il Instructions to Bidders

Documents Comprising the Bid: Eligibility and
Technical Components

10.4. A List of Contractor's key personnel {e.g.,
Project Manager, Project Engineers, Materials
Engineers, and Foremen) assigned to the contract to
be bid, with their complefe qualification and
experience data shall be provided. These key
personnel must meet the required minimum years of
experience set in the BDS.

We would like to respectfully request clarification

The L1 SR PMO requires the key personne! specified
in the Bid Data Sheet (BDS).

Accordingly, interested bidders shall provide the
required key personnel who meet the minimum
qualifications stated therein,




regarding the personnel requirements for the above-
mentioned project.

Under the Instructions to Bidders {Section 10.4), the
required key personnel are listed as Project Manager,
Project Engineers, Materials Engineers, and
Foremen. However, the Bid Data Sheet {BDS)
specifies the personnel to be deployed for the project
as Project Manager, Project {Lead) Engineers, Lead
Safety Officers, and Scaffolding Expert. For proper
compliance with the bidding requirements, we would
like to kindly request clarification on whether the key
personnel lisied in the Instructions to Bidders take
priority over the BDS, or whether the personngl
specified in the BDS f{ie, Safety Officers and
Scaffolding Expert) are to be considered as the
required positions for bid submission.

3 | Section lll. Bid Data Sheet As mentioned during the Pre-Bid Conference held on
October 15, 2025, the term “and/or” indicates that the
scope of work may include all or a component thereof,
as long as it complies with the definition provided in
the BDS.

For this purpose, contracts similar to the Project refer
to contracts which have the same major categories
of work, which shall be:

a. Any contract involving the repair, retrofitting,
rehabilitation andfor restoration of structural
members in buildings, viaducts andfor bridges
using carbon fiber reinforced polymer, jacketing,
sefsmic restrainer, jet' groufing, etc. Building
shall include residential housing or
commercialfindustrial building.

We would like to respectfully request clarification
regarding the SLCC eligibiity requirements. For
instance, one of the specified criteria involves
projects using techniques such as carbon fiber
reinforced polymer, jacketing, seismic restrainer, or
jet grouting. We would like fo kindly inquire whether
completion of similar structural rehabilitation or
refrofiting projects, even if not using carbon fiber
reinforced polymer, could also be considered, as an
example, o allow a broader qualified bidders while
still ensuring the required technical competence.

4 | Section VIII. Bill of Quantities Page 88 The L1 SR PMO recommends adhering to the
technical specifications stated in the Detailed
Engineering Design and Specifications attached to the
Bidding Documents.

Line tem A.6 Carbon Fiber Plates (1.5mm THK,
50mm Width, 1 Layer) for Shear

We would like to respectfully request clarification
regarding Line ltem A.6, Carbon Fiber Plates (1.5mm
THK, 50mm Width, 1 Layer) for Shear. Qur
manufacturer has informed us that their standard
production thickness is 1.4mm. Considering this
minor difference, we kindly submit that this thickness

Bid BulletinNo. 474 5 |P dg&




can be deemed functionally equivalent and fully
compliant with the technical requirements.

5 | Testing

May we kindly ask if the BAC would allow the testing
to be conducted at the manufacturer’s facility or in the
country of origin of manufacturer prior to delivery, or if
submission of certified test results and supporting
data would be acceptable? We appreciate the
Committee’s kind consideration and guidance on this
matter. '

As stated under Section 13.7, Quality Control, of Part | -
General Requirements in the Technical Specifications:

“The material shall be tested by a third-party testing center,
and the results should clearly indicate that the material
complies with the required technical specifications.
Furthermore, materials and tools developed by the supplier
or manufacturer shall conform to ASTM standards or their
equivalent.” :

Additionally, under Material Requirement in Part I -
Specifications and Methodology of the Technical
Specifications, it is stated that:

“The material shall be tested in a third-party DPWH-
accredited testing center, and the fest results should meet
the required specifications prior to approval by the
Engineer. The cost of testing shall be bore by the
Contractor.”

Therefore, material testing shall be conducted at DPWH-
accredited third-party testing centers. However, additional
documents relative to the quality of the materials used are
welcome to be submitted for reference.

1 In addition, the deadline for the submission and opening of bids scheduled on 12 November 2025 is revised and

is moved as follows:

Submission of Bids : 14 November 2025 (Friday) at 9:30 A.M.
Cafeteria, LRTA Line 2- Depot, Santolan, Pasig City

Opening of Bids : 14 November 2025 (Friday) at 10:00 AM.
Cafeteria, LRTA Line 2- Depot, Santolan, Pasig City

This serves an amendment to the Bidding Documents of the above stated procurement and accordingty
modifies/clarifies and/or supersedes any and all provisions which are inconsistent herewith.

j For further inquiries, please contact the BAC-Secretariat through Tel. No. 647-3484 to 86 loc. 29872;
Mobile/Cellphone No. 09556578381 Email Address bacsec@Irta.gov.ph and/or Facsimile No. 647-3479 loc.

29906.

For guidance, reference and proper compliance.

Issued this 5% day of November 2025 at Pasig City, Philippines.

ICOLAS G. OMBAO
Chairperson, Bids and Awards Committee (BAC)
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ANNEX “A”

TO ALL INTERESTED BIDDERS:

Please be advised of the schedule and pertinent guidelines on the conduct of Site Inspection relative to the
above stated procurement, detailed as follows:

|. COVERAGE AND SCHEDULE
Location/Site : November 07 - for Edsa and Monumento Stafions;
Time: : 8:30 AM
Meeting/Assembly Area : Administration Bldg. LRT 1 Depot, Aurora Blvd.
Pasay City.
Contact Person/Number : Engr. Michael Vincent B. Pertierra / 0923-089-0819
IIl. OBJECTIVES
1. To allow Bidders the opportunity to further understand or validate their understanding of
the Bidding Documents, specifically the Technical Specifications/Terms of
Reference.

2. To enable Bidders to conduct or complete their conduct of due diligence with respect to
the contract under bid vis-a-vis the existing conditions of the subject requirement, areas,
premises, and objects of the contract.

3. To enable Bidders to familiarize themselves with and assess the existing conditions
of the subject requirement, areas premises, and objects of the contract.

1. NUMBER OF PARTICIPANTS
1. Two (2) participants per company shall be allowed to join the site inspection
2. The LRTA End-User personnel conducting the site inspection shall prepare én
attendance sheet in which all participants must sign in and indicate in legible manner
their full name, position, and company represented.
IV: ATTIRE

-1. Participants are encouraged to wear non-slip safety shoes.

2. Use of hard hat and reflectorized safety vest shall be required. Parficipants must
bring their own.

V. CONDUCT OF SITE INSPECTION

1. Concerned LRTA End-User will supervise the site inspection.
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2, LRTA End-User personnel and other LRTA officials, employees and personnel who
are on-site will not answer questions from the participants. Bidders are therefore
directed to send their queries in writing addressed to the BAC.

3. The activity as well as the participants must not in a way impede or interfere with the
normal operations and maintenance of LRT Line 1 System, the activities of the
personnel and staff and/or the normal movements of LRTA passengers.

4. In order to facilitate the orderly conduct of the site inspection and for easy mobiity,
participants are encouraged not to bring heavy or bulky materials, equipment or
gadgets. Any material, equipment, or gadget shall be subject to the usual inspection
and security processes of LRTA prior to entry in the LRT Line 1 premises.

5. All representatives involved in the activity must log infllog out with the designated
security personnel and wear proper identification tags at all times while inside the
LRTA premises.

6. Taking of videos and photographs of the subject requirement, area, and other related
implements during the site visit is allowed, provided that these shall only be used by
the Bidder and only for the purposes of the subject procurement process.

7. The no smoking, no eating/drinking and no lifiering policy inside the LRTA premises
shall be strictly observed.

8. The representatives shall be responsible for their proper conduct at all times during
the site inspection. Prospective Bidders and their representafives shall not hold LRTA
liable for any injury or loss suffered by them while in LRTA Line 1 premises. However,
any damage or loss suffered by the LRTA as a result of the actions of the prospective
bidders representative shall be charged against the said prospective
bidder/representative concerned.

9. Request for any documents specifically diagrams, lay-out designs and floor plan and
the like should be made in writing addressed to the BAC through its BAC Secretariat.

10. No minutes of the site inspection shall be prepared. Any statement made by any
official, employee or personnel of LRTA or any of its supplier or service providers
shall not affect the procurement process unless the same is contained in a
supplemental bid bulletin duly issued by the BAC.
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