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BID BULLETIN NO. 58

Series of 2025

Contract for the Supply of Two (2) Lots Various Parts for Rolling Stock Air Conditioning
“Unit (ACU) and ACU Rack Under P.R. No. RS2-2601-015 and ITB No. 2510-207-01 with an

- ABC of P17,438,878.00

' TO ALL INTERESTED BIDDERS:

The following amendments/clarifications on the pertinent Bidding Documents are hereby made:

Reference/Queries Amendments/Clarifications
1. Section VII. Technical Specifications — Item No. 7, | Section VII. Technical Specifications — Item No.
‘ page 35, 32 pcs. SOLENOID VALVE or its equivalent 7, page 35, 32 pcs. SOLENOID VALVE or its
‘ equivalent, shall now read as:

Tec’h-nica! Specifications

Brand new Solenoid Valve Technical Specifications:

Type no.: E105240 or its equivalent Brand new Solenoid Valve

Cohnections: 1/2" ODF SolderRange: -20F to +50F 36 | 1ype no.: E105240 or its equivalent

I —— Connections: 1/2" ODF Solder v/

B Port size: 5/16"

MU:St.f.it alnd com.patible i existir?g i Must fit and compatible with the existing Carrier - Air
; E'AO;;;TI;S;E Unl saft *fhs fRatemyToshibar Megainen | Conditioning Unit of the Rotem/Toshiba Megatren

G Model 2003.

2. Séction VII. Technical Specifications — Item No. 10, | Section VII. Technical Specifications — ltem No.
pagé - 36, CIRCUIT BREAKER WITH AUXILIARY | 10, page 36, CIRCUIT BREAKER WITH
CON]’ACT. AUXILIARY CONTACT, shall now read as:

“56 pcs. CIRCUIT BREAKER WITH AUXILIARY
CONTACT” v
3. Section VII. Technical Specifications — Item No. 12, | 4. Section VII. Technical Specifications — Item
page 37, 56 pcs. MAGNETIC CONTACTOR No. 12, page 37, 56 pcs. MAGNETIC
CONTACTOR, shall now read as:
Technical Specifications
Brand new Magnetic Contactor Technical Specifica‘tions
Model no.: LP1K1210BD or its equivalent Brand new Magnefic Contac.tor ,
. Model no.: LP1K1210BD or its equivalent
Poles Description: 3P Poles Description: 3P
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Power Pole Contact Composition: 3 NO
Rated Operational Voltage:
Power Circuit: <=690 Vac <=400 Hz
Signaling Circuit: <=690 Vac <=400 Hz
Rated Operational Current:
12A (at <60°C) at <=440 Vac AC-3 for power
circuit
20A (at <60°C) at <=690 Vac AC-1 for power
circuit
Control Circuit Type: DC standard
Control Circuit Voltage: 24Vdc
! Must fit and compatible with the existing Carrier
"o Atl’ Conditioning Unit of the Rotem/Toshiba
Megatren Model 2003.

Power Pole Contact Composition: 3 NO
Rated Operétional Voltage:
Power Circuit: <=690 Vac <=400 Hz
Signaling :Circuit: <=690 Vac <=400 Hz
Rated Operational Current:
12A (at <600C) at <=440 Vac AC-3 for
power circuit
12A (at <60°C) at <=440 Vac AC-3e for
power circuit
20A (at <QOOC) at <=690 Vac AC-1 for
power circuit
Control Circliit Type: DC standard
Control Circuit Voltage: 24Vdc

Must fit an(? compatible with the existing Carrier
- Air Conditioning Unit of the Rotem/Toshiba
Megatren Model 2003.

‘5. Section VII. Technical Specifications — Item No. 16,
page 38, 32 pcs. INTERFACE RELAY 110 V

]

Section VII. Te:chnical Specifications — Item No.

16, page 38, 32 pes. INTERFACE RELAY 110 V,
shall now read as:

*32 pes. INTERFACE RELAY 24 V"

This serves an amendment to the Bidding Documents of the above stated procurement and accordingly
modifies/clarifies and/or supersedes any and all provisions which are consisten’t herewith.

For further inquiries, please contact the BAC Secretariat through Tel No. 647 3484 to 85 loc. 29872;
Email Address: bacsec@Irta.gov.ph and/or Facsimile No. 647-3479 loc. 29906

For guidance, reference and proper compliance.

Issued thig 117 day of Novemper 2025 at Pasig City, Philippines.

ICOLAS G. OMBAO

~ Chairperson, Bids and Awards Committee (BAC)
. 2~

Bid Bullétin No. 58
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