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Bids and Awards Committee
BID BULLETIN NO. 63

Serigs of 2025

In Re: Contract for Supply of One (1) set RERAILING EQUIPMENT under PR No. RS2-2509-
255 and ITB No. 2509-194-01 with an ABC of £19,000,000.00

TO ALL INTERESTED BIDDERS:

Relative to the above procurement, in consideration of the queries raised by the prospective bidders and
the need to ascertain pertinent details of the required technical specifications that could materially affect
the responsiveness of any future bid there being a need to re-evaluate and validate the same, the
Deadline for the Submission and Opening of Bids is hereby moved as follows:

Submission of Bids : 10 December 2025 (Wednesday) @ 9:30 A.M.
Cafeteria, LRTA Line 2- Depot, Santolan, Pasig City

Opening of Bids : 10 December 2025 (Wednesday) at 10:00 A.M.
Cafeteria, LRTA Line 2- Depot, Santolan, Pasig City

Moreover, the following amendments/clarifications on the pertinent Bidding Documents are hereby made:

No.

References/Queries

‘Amendments/Clarifications

1

ITB Clause 5.3 of Bid Data Sheet
“For this purpose, contracts similar to the Project shall be:

a. Any contract/s involving the Supply and Delivery of
Rolling Stock and/or Trackworks Equipment.

b. xxx'

Does the Supply and Delivery of Rolling Stock
Equipment mean (e.g. coaches, diesel multiple units,
etc.?

We would like to inquire if the supply of rolling stock
spare parts could be included as a “similar contract” for
the SLCC? We propose this as the rerailing equipment
is a single system built from diverse hydraulic,
mechanical and electrical devices, mirroring the
functional composition of the rolling stock itself.

Yes.

Yes. Rolling stock spare parts is acceptable as
similar contract.

ltem No. 6 of Section VIl - Technical Specifications

6. Control Desk

The requirement shall now be amended to read
as follows:
6. Control Desk

Address:

line 2 NDennt Marcns Hinhwav. Santalan. Pasia Citv. Metro Manila. Philiooines 1610

Fal




Quantity : 1

No. of consumer connections : 4

Lever :4

Pressure relief valve sefting : 30 Mpa
Characteristics:

e Qil pressure distribution

e Control of all hydraulic movement sequences of each
connected rerailing device

e Control and adjustment of movement direction and
movement speed of lifting jacks and the displacing jack

® Control of devices independently from each other
by control levers

o Dead-man's control: Released lever returns
automatically into its neutral position

e Compact housing with pressure gauge

e 4 hydraulic connections arranged into lines and
coloured corresponding to colour of hoses

e Separate sturdy stand/tripod for utmost stability

e Stand/Tripod is foldable for compact dimensions
during transport and storage

Stand/Tripod height: apprax. 656 - 900 mm

Quantity : 1
No. of consumer connections @ 4
Lever 4

Pressure relief valve setting : 30 Mpa
Characteristics:
e Qil pressure distribution
® Control of all hydraulic movement
sequences of each connected rerailing
device
e Control and adjustment of movement
direction and movement speed of lifting
jacks and the displacing jack

e Control of devices independently from
each other by control levers

e Dead-man'’s control: Released lever
returns automatically into its neutral position

e Compact housing with pressure gauge

e 4 hydraulic connections arranged into
lines and coloured corresponding to colour
of hoses

e Separate sturdy stand/tripod for utmost
stability

e Stand/Tripod is foldable for compact
dimensions during transport and storage

Stand/Tripod height: approx. 656 - 900 mm

Or its equivalent

Item No. 7 of Invitation to Bid and Section VIl — Technical
Specifications

7. Factory Test Type: 100% Test
e Testing of the integrated pressure limiting valve
¢ Running of a complete cylinder stroke without
counter load
e Hold under nominal load

® Running of a complete cylinder stroke subject to
110% nominal load

According to: BS EN 1494: 2000 + A1:2008 Mobile or
Movable and associated lifting equipment.

May we request that certification under other
internationally recognized standards, such as the EC
Machinery Directive 2006/42/EC - that provide an
equivalent test type level of safety and performance will
also be considered compliant?

Equivalent Standard Certificates shall
acceptable.

be

Incidental Services under Section VIl — Technical
Specifications

Are bidders required to submit supporting documents for
compliance to the provision of incidental services?

No.




Or stating “Comply” is enough in the Statement of
Compliance?

Yes,

ltem E of Incidental Services under Section VIl -
Technical Specifications

“Training of the Procuring Entity's personnel, at the
Manufacturer's plant and on-site. In assembly, start-up,
operation, maintenance, and/or repair of the supplied
Goods.”

We would like to inquire whether LRTA would require a
Factory Acceptance Test (F.A.T.) for this project. If yes,
how many LRTA personnel will participate and for how
long?

F.A.T. is not required.

Invitation to Bid and Section VIl - Technical
Specifications

4. High Pressure 10-meter Hose (paired) & 5-meter Hose
(paired)
Quantity : 4 pairs each
Nominal Diameter : 10 mm
Bending radius ;: 100 mm
Operating pressure : 31.5 Mpa
Design pressure : 75 Mpa
Hoses complete with screw coupling, oil retaining valves
& protective caps.
Color: red and blue, each pair

or its equivalent

We request clarification regarding the required quantity
and type of High-Pressure Hoses. Is the total
requirement for High-Pressure Hoses four (4) pairs of 10-
meter hoses and four (4) pairs of 5-meter hoses, totaling
eight (8) pairs?

If bidder a bidder offers a rerailing system that requires
only four (4) pairs of 10-meter hoses for complete
functionality, are bidders still required to supply the total
required quantity which is eight (8) pairs?

Yes. Eight (8) pairs total.

Yes.

Bid Form No. 6 (Price Schedule for Goods Offered from
Abroad) and

Bid Form No. BA (Price Schedule for Goods Offered from
Within the Philippines)

Should the bidders list down the prices for each item?
When the goods offered by the bidders originate from

Abroad, but the bidder operates in the Philippines,
should the bidders fill out and submit which form?

Yes.

If the items to be supplied is already in the
Philippines or ex-stock then Form No. 6A shall
be submitted. On the other hand, if the item to




be supplied will be imported from Abroad upon
award of the contract then Form No. 6 shall be
submitted.

SCC Clause 2.2

Full payment or partial payment corresponding fo the
value of the goods delivered and accepted may be made
within Thirty (30) calendar days upon final acceptance of
goods and submission of complete documents required
by existing accounting and auditing rules of the
government  specifically, —among others, COA
CIRCULAR No. 2012-001

Is Advance Payment allowed for this project?

No. Advance Payment is not allowed for this
project.

If the items have been delivered and inspected, what
should be the starting date for the validity that the bidders
should include in the performance security?

The warranty period shall be covered by a
retention money as defined in Section 5.1 of the
Special Conditions of the Contract (SCC), and
shall commence upon issuance of a Certificate
of Acceptance.

10

[tem No. 1b of Invitation to Bid and Section VIl -
Technical Specifications

1b. Lifting Jack- 188mm lifting height
Quantity of Lifting Jack : 2
Closed height  : 250mm
No. of pistons  : 2

Total Stroke ~ ; 188mm
Stroke piston 1 85mm
Stroke piston 2 : 93mm

Effective force piston 1: 1246kN + 5%
Effective force piston 2 : 642kN £ 5%
Oil capacity ~ : 6 liters

Working pressure : 30Mpa

or its equivalent

The requirement shall now be amended to read
as follows:

1b. Lifting Jack- 188mm lifting height
Quantity of Lifting Jack : 2

Closed height  : min. 250mm

No. of pistons  : 2

Total Stroke : 185mm to 188mm
Stroke piston 1 : 95mm to 97mm
Stroke piston 2 : 88mm to 93mm

Effective force piston 1: 896kN to 1246kN

Effective force piston 2 : 429kN to 642kN
Oil capacity  : 4.2 liters to 6 liters
Working pressure : 30Mpa

or its equivalent

1

ltem No. 2 of Invitation to Bid and Section VIl — Technical
Specifications
2. Displacing Jack (including stopping device with
single counter support and axle pusher)
Quantity of Displacing Jack : 1

Closed height  : 575mm
No.of piston  :1
Stroke : 350mm

Effective pushing force : 120kN to 130kN
Effective pulling force  : 57kN to 60kN
Working pressure : 30Mpa

or its equivalent

The requirement shall now be amended to read
as follows:
2. Displacing Jack (including stopping
device with single counter support and axle
pusher)
Quantity of Displacing Jack : 1

Closed height  : min, 575mm
No, of piston 1
Stroke :min. 350mm

Effective pushing force : 120kN to 129kN
Effective pulling force  : 57.8kN to 60kN
Working pressure : min. 30Mpa




or its equivalent

12 | Item No. 4 of Invitation to Bid and Section VIl - Technical | The requirement shall now be amended to read
Specifications as follows:
4. High Pressure 10-meter Hose (paired) & 5-meter
Hose (paired) 4, High Pressure 10-meter Hose (paired) &
Quantity : 4 pairs each -imetor-Hoas (palked]
Nominal Diameter : 10 mm Quantity : 4 pairs each
Bending radius : 100 mm Nominal Diameter : min. 10 mm
Operating pressure : 31.5 Mpa Bending radius : min. 100 mm
Design pressure : 75 Mpa Operating pressure : min. 31.5 Mpa
Hoses complete with screw coupling, oil retaining Design pressure : min. 75 Mpa
valves & protective caps. Hoses complete with screw coupling, oil
Color: red and blue, each pair retaining valves & protective caps.
Color: red and blue, each pair
or its equivalent
or its equivalent
13 | Item No. 5 of Invitation to Bid and Section VIl - Technical | The requirement remains.
Specifications
5. Pump set with Petrol Engine
Quantity : 1
Output :10.8 I/min to 11.3l/min
Tank capacity : 68 liters to 70 liters
Tank usable capacity : 60 liters to 63 liters
Engine Power Output : 8,1kW to 8.2 kW
or its equivalent
14 | Incidental Services: Scope of Training and Associated

Costs

Is Annex “C" specifying training for 26 LRTA
officers/personnel and includes a cost estimate for local
food expenses?

Please confirm the intended training venue. Should the
full training be conducted onsite at the LRTA Line 2
Depot in Pasig City or is the reference to training at the
manufacturer's plant in Section VII, Page 10 not meant

Yes.

The training will be conducted on site at the
LRTA Line 2 Depot and mainline.

to apply in this case?

This serves as an amendment to the Bidding Documents of the above stated procurement and
accordingly modifies/clarifies and/or supersedes any and all provisions which are inconsistent herewith.

For further inquiries, please contact the BAC Secretariat through Tel. No. 647-3484 to 86 loc. 29872;
Mobile No. 0955-6578381: Email address: bacsec@lrta.gov.ph andfor Facsimile No. 647-3484 to 86 loc.
29906.




For guidance, reference and proper compliance.

Issued this 2 day of December 2025 at Pasig City, Philippines.

NICOLAS G. OMBAO
airperson, Bids and Awards Committee (BAC)
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