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Bids and Awards Committee

BID BULLETIN NO. 13

Series of 2026

In Re: One (1) Lot Supply, Delivery and Installation of Sound System at Line 2 Board Room under P.R.
No. KMT-2605-007 ITB No. 2605-055-10 Php4,995,000.00

TO ALL INTERESTED BIDDER/S:

Relative to the submitted written and verbal queries of the interested bidder/s during the Pre-Bid, answers

and clarifications are hereby made, as follows;

REFERENCE / QUERIES

AMENDMENTS / CLARIFICATIONS / RESPONSE

Relaxing of the Manufacturer’s Certificate
specifically on the Network Switch

On the plans need to be submitted during
bid submission does it need to be signed
and sealed?

Clarification on the number of units of the
gooseneck mic.

Page 78 — Condenser Microphone Gooseneck

Clarification on the Chairman’s Delegate
Microphone voting specification

Page 76 — Chairman Unit Wireless Digital
Discussion Voting

The submission of the Manufacturer’s Certificate for
the network switch remains mandatory for bidders.

During bidding, we will not require any plans for the
project. But during implementation, the contractor
is required to submit proposed plans for the
location, mounting details and electrical layout of
the sound system. Subject to validation and
approval of the Authority.

Typographical error, should be 13 units ( 12 unit for
delegate microphone and 1 unit for chairman’s
microphone)

Relaxation and removal of the specification on the
voting feature of chairman microphone

It shall be read now as
“Chairman Unit Wireless Digital Discussion”

5G Wi-Fi Desktop Conference Chairman Microphone

Line 2 Depot, Marcos Highway, Santolan, Pasig City, Metro Manila, Philippines 1610

Address:

Trunkline: 86473479 / 86473481 / 86473484 | 86473485 / 86473487
website: www.Irta.gov.ph

CERTIFICATION
INTERNATIONAL
150 9001:2015




Clarification on the control processar of
Table top controller

Use 2.42 inch OLED screen, display volume,

‘microphone status, power state, Wi-Fi status, etc.

Wide viewing angle, with high contrast 128 x 64
Built-in rechargeable lithium battery,

battery capacity 10000mAh, continuously speaking
for more than 8 hours

128-bit AES digital encryption

The requirement for the Table Top Controller is
limited to'as follows:

Dispiay TYpe: * TFT or equivalent active matrix color
LCD

Display Size: At least 10-inch diagonal

Aspect Ratio:  Widescreen format (16:10 or
equivalent)

Resolution: « Minimum 1920 x 1200 pixels or
equivalent

Brightness: - Minimum 350 nits
Contrast Ratio: Minimum 800:1

Color Depth: Minimum 24-bit color {16.7 million
colors)

Backlight / lllumination: LED backlit with automatic
brightness adjustment or equivalent

Viewing Angle: Minimum *70° horizontal and
vertical

Touch Intjerface:- Projected capacitive touchscreen
Minimum 5-point multi touch capability

Connectivity: - Must support Ethernet connectivity
{(with PoE or equivalent) - Optional Wi-Fi support (if
applicable)

Control & [ntegration: Must be compatible with
centralized control systems: Must support
programrﬁable interface for AV or conference
system control

Installation: Designed for tabletop use or
equivalent mounting

Performance: ' Suitable for professional




Clarification ofl the  submission  of
Manufacturer's
Certification of anwn brands?

Is there an existing sysfem that needs to be
integrated :

Section VII ‘

Aside from the conformity with the Schedule of
Requirements and: Technical Specifications of
the Bidding Documents, bidders must also
submit the following additional duly signed
Technical Documents that must be included in
the first envelope, fo wit:

a. Bidders shall shbmit Certification from the
Manufacturer that parts and accessories are
available in the neXt five (5) years.

b. Bidders shall' submit certification from
Manufacturer of the equipment being offered of
their accredited : service center in the
Philippines. ‘ ‘

¢. Bidders shall submit Certificate of
Dealership or authority to sell directly or
indirectly and Warranty or Guarantee
Certificate issued by the manufacturer for the
following items:

»  Video Conferencing System

conference room or control system environments

Bidders shall submit a

Manufacturer’s Certification,

Manufacturer’s Authorization,

Certificate of Dealership,

Certificate of Distributorship, or an equivalent
document. issued by the manufacturer or its duly.
authorized representative fo establish the

bidder’s authority to supply and

support the offered brand.

Bidders shall submit Certificate of
Dealership or authority to sell
directly or-indirectly and Warranty or
Guarantee Certificate issued by the
manufacturer for the following items

Such requirement shall apply to all
offered brands, including equivalent products

No existing system that needs to be integrated.

Shall now read as:

Aside from the conformity with the Schedule of
Requirements and Technical Specifications of the
Bidding Documents, bidders must also submit the
following additional duly signed Technical Documents
that must be included in the first envelope, to wit:

a. Bidders shall submit Certification from the
Manufacturer that parts and accessories are available in
the next five (5} years.
b. Bidders shall submit valid Certificate of
Distributorship/Dealership of the brand to be offered
from the ‘Manufacturer; If the bidder is not the
Manufacturer, Bidders shall submit Certificate of
Dealership or authority fo sell directly or indirectly
issued by the Manufacturer for the following items:

1. Video Conferencing System;

2. Room Scheduling Panel;

3. Camera for conference room;

4. Wireless Table Microphone Wireless

conference controller- 5G  WIFI  Desktop

Conference Delegate Microphone;

+  Room Scheduling Panel




+  Camera for conference room 5. Chairman Unit Wireless-Digital Discussion-5G
+ Wireless conference controller Wi-Fi Desktop Conference Chairman Microphone
«  5G Wi-Fi wireless transmitter 6. Access Point- 5G Wi-Fi wireless transmitter;

+  Ceiling speaker 6.0" 7. Ceiling speaker 6.0";

»  Full digital conference system host 8. Full digital conference system host;

+  Dual-channel professional digital amplifier 9. Dual-channel professional digital amplifier

*  Network Switch 10. Network Switch;

» 8 Channel djgital audio processor with 11. Condenser Microphone Gooseneck;

echo suppressor 12. 8 Channel digital audio processor with echo

+  Table top controller touch screen display Suppressor; and ‘

d. Bidders shall submit a Certification from the 13. Table top controller touch screen display”

| “Manufacturer of the equipment brand being ‘
| offered is at least five (5) years in existence in | ¢. Bidders must submit Manufacturer's Brochures/Technical

| the Philippine Market Drawings; and

e. Bidders must submit Manufacturer's

Brochures/Technical Drawings d. Bidders must provide installation and programming
! f. Bidders must provide installation and ! services (all necessary wires and cables, PVC pipe, Flex
programming services (all necessary wires and | hose, - signal cables, inferconnects,

cables, electrical components, PVC pipe, Flex | mobilization/demobilization, testing and commissioning).
hose, signal ‘cables, interconnections,
mobilization/demobilization,  testing  and
commissioning).
g. Bidders shall submit the following:
+  Installation Methodologies
+  Plans, Designs, drawings efc.

Single-line dr@wing of the sound system

Pages 83-84

Clarification on the question of : Is the site | NO, the sité inspection in not a requirement
inspection required

Clarification For the 1 unit Amplifier Dual- | The specifications shall be read now as follows:

. . . - Amplifier .
Channe'l Profa.es.s;onal DIgI'EaE Amplifier, e Channels: Minimum
There is a minimum. requirement of 6 1 unit Professional 4 ehannels
channels but a Dua!l Channel can only - | Digital e Power Qutput: At

i Amplifier -
have 2 channels.; | Walti- least 230 W per

: Cliannel channel at § Q

‘ (Ohums)

! ¢ Qutput Modes: Stereo

‘ or mong; functions as
both power amplifier
and pre-amplifier

e« Volume Control:
Adjustable per

i ‘ channel

I ¢  Load Impedance:
Minimuwumn 4 ® for
stereo, § for BTL
operation

e Inputs: XLR signal
input interfaces

e Outputs: Equipped

with common




terminals and
professional-grade
speaker connectors

(e-g.

SPEAKCN or
equivalent)

Protection  Features:
Short-circnit, DC,

power  onfoff, and
alarm functlionality

* Indicators: LED per
channel to display
operalional status

e  Performance: Low-
noise operation
suitable for public
address, speech, and
sound reinforcement

¢ Applications:
Classrooms,
mullipurpose halls,
supermarkets, anc
similar venues

#  Durability: Reliable
for frequent and
continuous use

CLARIFICATIONS TO THE TECHNICAL SPECIFICATIONS WHICH SHALL BE READ
| NOW AS FOLLOWS:

12
unit

Wireles
s Table
Microp
hone

Wireles
s
Confere
nce
Controil
er

5G WIFI Desklop Conference
Delegate Microphone

Use 242 inch
OLED screen,
display voting
results, volume,
microphonestatus,
power state, WiFi
slatus, etc.

Wide viewing
angle, with high
contrast 128 x 64
Built-in
rechargeable
lithium battery,
battery capacity
10000mAd,
continuously
speaking for more
than & hours
128-bit AES digital
encryption
technology, WAP

/ WAP2 security
connection, MAC
address filtering,
hidden 551D,
prevent
cavesdropping and
unauthorized
access
High direclive
microphone, with
windproof cover,

12
unit

Wireless
Table
Microphone

Wireless
Conference
Controller

5G WIFL Desktop Conference Delegate
Microphone

OLED screen, display volume,
microphone status, power slate,
WiFi status, etc.

Built-in rechargeable lithiwm
batlery, batlery capacity at least
5000mAh, continuously
speaking for more than § hours
128-bit AES digital encryption
technology, WAP / WAP2
security connection, MAC
address filtering, hidden SSID,
prevent eavesdropping and
unauthorized access
High directive microphone, with
windproof cover, with LED
indicator ring, speech for red,
wait for green
Delegate microphone, location is
unrestricted, support check-in
[unction '
Minimum delay is less than 20
ms; non-compressed audio
transmission




with LED indicator
ring, speech for
red, wait for green

o Delegale

' microphone,

location is
unrestricted,
support check-in
function

¢  Minimum delay is
less than 20 ms;
non-compressed
audio transmission

1 | Chair 5G: Wi-Fi Desktop Conference 1 unit | Chairman Unit | 5G Wi-Fi Desktop Conference
u | man Chairman Microphone Wireless  Digital | Chairman Microphone
ni | Unit e Use 2.42 inch OLED Discussion . OLED screen, display
t | Wirele ' screen, display volume, microphone
58 voting results, volume, status, power slate,
Digital microphone Wi-Fi status, etc.
Discus status, power state, Wi- e " Built-in rechargeable
siont+V : Fi status, etc. lithium battery,
oting ‘e Wide viewing angle, battery capacity of at
with high contrast 128 least B00Gm AL,
x 64 continuously speaking
i Built-in rechargeable for more than 8 hows
‘ [ithium battery, battery »  128-bit AES digital
capacity 10000mAh encryption
continuously speaking technology, WAP /
for more than 8§ hours WAP2 security
128-bit  AES digital connection, MAC
encryption address filtering,
technology, WAP /[ hidden SSID, prevent
WAP2 sccurity eavesdropping and
connection, MAC unauthorized access
address filtering, . High directive
hidden SSID, prevent microphone, with
eavesdropping windproof cover, with
and unauthorized LED indicator ring,
‘ access speech for red, wait for
. »  High directive green
: microphone, with . Chairman
windproof cover, with microphone, with first
LED indicator ring, priority button
speech for red, wail for ¢ Minimum delay is less
green than 20 ms; non-
‘e Chairman microphone, compressed audio
with first priority transmission
i butlon
‘+  Minimum delay is less
; than 20 ms; non-
compressed audio
transmission
Acce | 5G Wi-Fi Access Point - Wireless 1lunit | Access 5G Wi-Fi Access Point - Wircless
ss Transmitter : ‘point Transmitter
1 point - |
u . WPA/ WPA2 encryption 5G. WidFi o  WPA/WPA2 encryption lor
ni | 5¢ : for secure Wireless secure commmunications
| Wi-- cominunications Transmitte *  Supports [EEE 802.1lac
Fi ¢ Supports [EEE 802.1lac r Wave-2 / a/b/g/nor
Wire . Wave-2/ a/b/g/nor equivalent
less . equivalent s  Operateson 2.4 GHz, 5
'sl“iil:t . Opcrates on 24 GHz, 5 GHz, and UHF bands
or GHz, and UHF bands “ & Atleast two RJ45 ports for




condenser or
equivalent
prolessional
microphone

e Atleast two RJ45 porls host and AP connections
for host and AP (CAT6 recommended) -
! conneclions (CATa e External antennas
‘ recommended) (minimum 3} for stable
s  External antennas transmission
: (minimum 5} for stable ¢  Coverage radius 25 melers
transmission (up to 30 meters in normal
¢ Coverage radius 225 conditions}
i meters {up to 30 meters ¢ Maximuwn power
' in normal conditions) consumption 25 W
- Maximum power ¢  Reliable for conlinucus use
consumption 25 W in conference environments
é Reliable for continuous
' usein conference
environments
Charger for 13 Battery Charger Batlery Charger
batteries Charger  for for 13 for 5G Wi-Fi
2 ; 5G Wi-Fi 2 it batteries Cc_mference
w | 56 WIFI Cc?nl'erence Microphones
it | Conference ' Microphones 5G  WIFI .
Microphone - Conference *  Minimum4
Charger . Minimum 4 Microphon battery ports,
‘ battery ports, e Charger charges up to 4
charges up to batleries
4 batteries simultaneously
simultaneousl *  Fastcharge USB
Y output 9V; slow
s Fastcharge charge USB
USB oulput output 5v
i 9V; slow e  Compatible with
| charge USB 1000 mAh
} output 5V lithium batteries,
5 e  Compatible charge time $3.5
with 1000 hours
mAh lithium s  Complies with
batteries, QC3.0 or
charge time equivalent fast-
$3.5 hours charge protocol
‘ ¢  Complies »  Maximum
‘ with QC3.0 or power '
‘ equivalent consumption
fast-charge <200 W; AC
protocol input 100-240V,
¢ Maxinum 50/60 Hz
power e Durable and
consumption retiable for
<200 W; AC frequent use
input 100-
% 240V, 50/60
1 Hz
* ¢  Durable and
reliable for
frequent use
12 Condenser, | Gooseneck Microphone 13 unit | Condenser Gooseneck  Microphone -
- unit | Microphon | - Professional Microphone Professional Conference Use
e .| Conference Use Gooseneck ‘
Gooseneck ¢ Eleclric e Electric condenser or

equivalent
professional
microphone

e Sensitivity: 42 dB to -




®  Sensitivity: -
42 dB to -48
dB +3 dB

*  Frequency
response: 50
Hz-18 kHz
minimnmum

. Minimum
SPL 2130 dB

s  Gooseneck
lengHh: 3045
cm, flexible

48 dB +3 dB

¢  Frequency response:
50 Hz - 18 kHz
minimum

. Minisnum SPL 2130
1]

»  Gooseneck length: 30-
45 cm, flexible and
adjustable

e Clear, durable, and
reliable for conference

use
and adjustable
¢ Clear,
durable, and
reliable for
conference
use
4 | Ceiling | Ceiling Speaker - 6.0” Two-Way; 4 unit Ceiling Ceiling Speaker - 6.0” Two-Way,
unit | Speaker | White Speakers 6.0” | White
s 60" - : tw0-way,
twi- e . Type: Framcless in- white *  Type: Frameless in-
way, ceiling speaker, two- ceiling speaker, two-
white way way
® ' Speaker Size: Minimum *  Speaker Size:
6 inches Minimum 6 inches
e Impedance: § ) (Ohms) ¢ Impedance: 3 0
constant resistance {Ohms) constant
e . Material: ABS or resistance
’ equivalent durable e  Material: ABSor -
malerial equivalent durable
e  Frequency Response: material
Wide frequency range e  Frequency Response:
suitable for speech and Wide frequency range
background music suitable for speech
+ - Power Taps: and background
Adjustable power taps music
for different e Color: White or
application scenarios equivalent
e . Color: While or s Performance; Clear,
" equivalent reliable audio for
e Performance: Clear, conference or public-
reliable andio for address use
conference or public- »  Durability: Designed
address use for frequent indoor
o : Durability: Designed use
for frequent indoor use
Amplifier s ' Professional Digital Amplifier
' Amplifier - Multi- »  Channels: Minimum
1 | pual Channel 1 unit Professional 4 channels
U | Channel D—‘gl—t‘ﬂ ‘ e Power Output: At
N | Professio ° M Amplifier - least 230 W per
t | hal Minimum 6 Multi- )
hal hannels Cliannel channel at 8 Q
m, channe’s (Ohms)
;A_mm1_f1|; *  Power Quiput: At +  Output Modes: Sterco
r least 230 W per .
' channel at 80 or mono; funchstl as
both power amplifier
(Ohms) s
e Output Modes: and pre-amplifier

Stereo or mono;

e Volume Control:
Adjustable per




functions as both
power amplifier and
pre-amplifier
Volume Control:
Adjustable per
channel

Load Impedance:
Minimum 4 ® for
stereo, 8 for BTL
operation

Inpuls: XLR signal
input interfaces
Outputs: Equipped
with common
terminals and
professional-grade
speaker connectors
(e.g.

SPEAKON or
equivalent)
Protection Features:
Shorl-circuit, DC,
power on/off, and
alarm functionality
Indicators: LED per
channel to display
operational status
Performance: Low-
neise operation
suitable for public
address, speech, and
sound
reinforcement
Applications:
Classirooms,
multipurpose halls,
supermarkets, and
similar venues
Durability: Reliable
for frequent anc
conlinuous use

channel

®  Load Impedance:
Minimmum 4 @ for
stereo, 8 for BTL
operation

e Inpuls: XLR signal
input interfaces

s Outputs: Equipped
with common
terminals and
professional-grade
speaker connectors

' (e..SPEAKON or

equivatent)Protection
Features: Short-circuit,
DC, power on/off,
and alarm
functionality

¢ Indicators: LED per
chanmel to display
operational status

e  Performance: Low-
noise operation.
suitable for public
address, speech, and
sound reinforcement

+  Applications:
Classrooms,
multipurpose halls,
supermarkets, and
similar venues

e  Durability: Reliable
for frequent and
continuous use

un

Display Type:

Display Size:
i L]
Aspecl Knliu: .

Resolution:

Brigluh1e55:
L e
Conlrasl Ratio:
P
Color Depth:

Backliglht / Illumination:
.

Viewing:Angle;

Touch ln"lerfam:

TFT or equivalent aclive-
malrix color LCD

Al least 10-inch diagonal

Widescreen format (lﬁ:iU or
equivalent)

Minimum 1920 x 1200
pixels or equivalent

Mininuzm 350 nits
Minimem 800:)

Minimuny 24-bit color (16,7
million celors)

LED backlit will autematic
Lrighlaess adjusiment or
cquivalent

Minimum £70° horizonlal
andl verlical

PProjecled capacitive
louchscreen
Minimum 5-peint multi-

1 unit

Table  Tap
Conlroller
Touch Screen
Display

Display Type:
. TFT or equivalent active-malrix
color LCD
Display Size:
. At least 10-inch diagonal
Aspect Ratio:
. Widescreen lormat {16:10 or
cquivalent}
Resolulton:
. Minimun 1280 x 800 pixels or
equivalent
Brightness:
. hMinimum 350 nits

Contras| Ralio:
. Minimum 800:1
Color Deplh:

- Minimum 24-bit coler (16.7 million
colors)
Backlight / Hlumination:
- LED backlit will aulomatic

brighiness adjustnient or
© equivalent
Viewing Angle:

. Minimum #70° horizontal and
verdical
Touck Inlecface:
- Projecled capacitive teuchscreen
. Minimum 5-peint multi-lowch

capabilily




i s
i
|
i
; d touch capability Conneclivily:
Conneclivity: } ; . Musl support Elhernel conneclivity (with
i L Musl suppert Ethernet conneclivity . PoL or exjuivalent) .
: ¢ {wilh PoL or equivalent) . Oplional Wi-Fi support (if applicable)
| + . Oplional Wi-Fi support (if
| applicable) Control & Inlegralion;
i ! . Must be compalible wills conlralized
Control & Integration: . conlrel systems
* . Musi be compalible wilh . Must support programmable inlerface for
; cenlralized conltrel systems : AV or conference syslem conlrol
| *:  Mustsupporl programmable Inslalialion:
: interface for AV or conference . . Designesl for tabletop use or equivalent
f syslem control ; mounling
| Instaltation: Perfermance:
1 s . Designed for tablelop use or . ' . Suitable for prafessional conference room
! equivalent mounling : or conlrol system environmenls
Perfurmhte;
! L Suilable (or professional
;‘ ‘ cnul'emncc room or conlrol 5)'5{0]“
i . envirenments
: 1 unit | Data 3 . 16U Data Cabinet 1 unit - | Dala Cabinet « 16U Data Cabinet
: Cabinet *» 4 Dblowers ' * 4 Dblowers
| i
‘ = 4PDU glass door * 4 PDU glass door
| i e Floor slanding
l i
1 ;
| i
|
H
|
Z ; ‘ ‘ i
In accordance with the required seven (7) days period on the issuance of Bid Bulletin, the deadline for the
; submission and opening of bids is likewise revised and is moved as follows:

Submissi_:on of Bids : 6 July 2026 (Monday) @ 09:30 A.M.
ﬂ : Cafeteria, LRTA Line 2- Depot, Santolan, Pasig City

Opening of Bids : 6 July 2026 (Monday) @ 10:00 A.M.
: Cafeteria, LRTA Line 2- Depot, Santolan, Pasig City
For guidance, reference and proper compliance.

For further inquiries, pIeaSe contact the BAC-Secretariat through Tel. 647-3484 to 85 loc. 29872;
Email Address bacSec@lrta.qov.pMnd/or Facsimile No. 647-3479 loc. 29906.

Issued this 29" day of Jung 2026 at Pasig City, Philippines.

COLAS G.OMBAO
Chaiperson, Bids and Awards Commitiee (BAC)



