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BAGONG PILIPINAS

Bids and Awards Committee
BID BULLETIN NO. 18-A

Series of 2026

Re: Contract for One Lot Line 2 Revenue Line Network Facilities Upgrade and Replacement
Under PR No. KMT-2604-006 and ITB No. 2604-050-10

TO ALL PROSPECTIVE BIDDERS:

The pertinent Bidding Documents of the above stated procurement is hereby amended, modified and/or
clarified as follows:

No.

Reference/Queries

Response

Network Management System (NMS) Server and Software

Relaxing of whether the required number of concurrent
users/terminals

The speciﬁcatians' for the NMS Server and Software shall
now be read as:

E. Network Management System (NMS) Server and Software

° Processor: 2 x Intel CPUs (minimum 2.2 GHz, 10

cores each)

Memory: At least 64 GB DDR4 RAM

Storage: 1x 1.2 TB SAS HDD

Network Interfaces: 4 x GE copper ports

Quantity: 1 unit

The Network Management System (NMS) server software
features must include:

» Support for SDN protocols (NETCONF, YANG, SNMP)

* Device telemetry

« Topology management

* The proposed Network Management System (NMS) shall
support scalability and future expansion of up to
100,000 managed network devices and 500,000
terminals through modular licensing, distributed
deployment, or an equivalent expansion
mechanism.

« Compatibility with SD-WAN, routers, firewalls, switches

« ZTP (Zero Touch Provisioning)

* Reporting tools for network health assessment and
access rate

The NMS solution shall provide with a minimum five (5)-year
enterprise license covering enterprise/capacity-
based management of at least 3,000 network
devices and 5,000 terminals/subscribers. The
license shall include all required modules such as
base NMS platform, device management, telemetry,
topology = management, SDN, ZTP, and
reporting/analytics.

The solution shall include at least one (1) year software
maintenance, updates, security patches, and
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fechnical support. Renewal of maintenance and
technical support shall be available annually
thereafter.

Fiber Patch Cords (LC-LC Connectors, Multi-Mode Fiber)

Clarification whether |SC-SC or SC-LC fiber patch cords may be
accepted as an alternative to LC-L.C connectors, provided they are
fully compatible with the offered equipment and do not affect
system performance i

Yes.

SC-SC or SC-LC fiber patch cords may be accepted
provided they are fully compatible with the offered
equipment and do not affect system performance.

CATS Indoor STP Cable

Clarification on whether FTP {Foiled Twisted Pair) Category6 cable
may be accepted in laeu of STP (Shielded Twisted Pair) Category 6
cable, considering thqt both provide shielded protection and comply
with Category 6

Yes.

FTP Category 6 cable may be accepied provided it offers
equivalent or better shielding performance, complies with
applicable ANSI/TIA and ISO/IEC standards, and is fully
compatible with the proposed structured cabling system.

performanca standards.

CAT6 STP Cohnectors Compatible with Offered CAT6 Cables
Clarification on whether the required connectors refer to
" shielded RJ45. Keystone Jacks (modular connectors) that are
compatible with the
offered CATG cable.

Yes.

The requirement refers to shielded RJ45 CAT6 keystone
jacks or modular connectors that are compatible with the
offered CAT6 shielded cabling system and comply with
applicable industry standards.

CAT6 2-Port Modular Box with Keystone Block

Clarification on whether the requirement refers to a 2-Port
Modular Box complete with two (2) CATS Keystone Jacks, as the
term "keystone block" is not a standard structured cablmg

The requirement refers to a 2-Port Modular Box complete
with two (2) CAT6 keystone jacks (shielded if the offered
cabling is shielded), faceplate, and all hecessary mounting
accessories for a complete instalfation.

terminology. i i
6U Data Cabinet (Rack-Mounted)

Inguiry whether abu wall-mounted data cabinet will be
considered compllant with the stated requirement for a 6U rack
mounted data cablnet .

Yes.

A 68U wall-mounted rack cabinet is acceptable, provided it
complies with all other specified requirements, including
dimensions, load capacify, ventilation, cable management
provisions, lockable doors, and compatibility with the
equipment o be insfalled.

This serves an emenctment to the Bidding Documents of the above stated procurement and accordingly
modifies/clarifies andlor supersedes any and all provisions WhICh are inconsistent herewith.

For further i mqurnes please contact the BAC-Secretariat through Tel. No. 647-3484 to 86 loc. 29872; Email
Address bacsec(d)lrta qov ph and/or Mobile No. 09556578381

For guidance and further instrugticns.

Issued this 14t day of Jukr2026 at Pasig City, Philippines

Chairperson, Br’ds anot Awards Committee (BA C)V
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